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TOWN OF
CANTON

LAYOUT NOTES
1. THE CONTRACTOR SHALL COMPLY WITH ALL STATE, LOCAL AND FEDERAL REGULATIONS.

2. MATERIALS AND CONSTRUCTION PROCEDURES SHALL COMPLY WITH CT DOT FORM 816/817
AND THE TOWN OF CANTON SPECIFICATIONS.

3. CONTRACTOR TO SECURE ALL NECESSARY TRADE PERMITS.

4. NEW PAVEMENT TO MEET LINE & GRADE OF EXISTING PAVEMENTS.

5. CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGE DUE TO CONSTRUCTION ACTIVITIES.

6. LOAM AND SEED ALL DISTURBED AREAS NOT COVERED BY OTHER IMPROVEMENTS.

7. ALL LINES AND DIMENSIONS ARE PARALLEL OR PERPENDICULAR TO THE LINES FROM WHICH
THEY ARE MEASURED.

8. ALL LOCATIONS WHERE EXISTING CURBING, BITUMINOUS CONCRETE ROADWAY OR
CONCRETE ROADWAY OR CONCRETE SIDEWALK ABUT NEW CONSTRUCTION, THE EDGE OF
THE EXISTING CURB OR PAVEMENT SHALL BE SAW CUT TO PROVIDE A CLEAN, SMOOTH
EDGE.  TACK COAT EXPOSED EDGES OF EXISTING CONCRETE PRIOR TO PLACEMENT OF NEW
BITUMINOUS CONCRETE PAVEMENT.

9. FIELD ADJUSTMENTS MUST BE APPROVED BY THE OWNER'S REPRESENTATIVE AND
APPROPRIATE MUNICIPAL OFFICIALS PRIOR TO CONSTRUCTION.

10. CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE VERTICAL AND HORIZONTAL POSITION
OF EXISTING UTILITIES PRIOR TO CONSTRUCTION.

11. CONTRACTOR SHALL CONTROL DUST CAUSED BY HIS OPERATIONS BY APPLYING WATER OR
DUST PALLIATIVE, OTHER THAN CALCIUM CHLORIDE.

12. CONTRACTOR SHALL CONTROL NOISE TO AS GREAT AN EXTENT AS POSSIBLE.  ALL POWER
EQUIPMENT USED DURING CONSTRUCTION SHALL BE EQUIPPED WITH MUFFLERS.

13. MANUFACTURED ITEMS SHALL BE INSTALLED, CONNECTED AND CLEANED ACCORDING TO
THE MANUFACTURERS DIRECTIONS.

14. PRIOR TO PROJECT CLOSE-OUT, CONTRACTOR SHALL REMOVE ALL DEBRIS AND EXCESS
MATERIALS FROM SITE.  ALSO, ANY DAMAGE TO FIELD OR FACTORY APPLIED FINISHES SHALL
BE REPAIRED.

15. A DIGITAL CAD FILE CAN BE PROVIDED TO THE CONTRACTOR FOR THE LAYOUT OF SITE
IMPROVEMENTS IN THE FIELD.

1. ALL PLANTING MATERIAL TO BE NURSERY GROWN STOCK SUBJECT TO APPLICABLE A.A.N.
STANDARDS.

2. THE CONTRACTOR SHALL SUPPLY ALL PLANTS IN QUANTITIES SUFFICIENT TO COMPLETE
THE WORK SHOWN ON THE DRAWINGS AND LISTED IN THE PLANT LIST.  IN THE EVENT OF A
DISCREPANCY BETWEEN QUANTITIES SHOWN IN THE PLANT LIST AND THOSE REQUIRED BY
THE DRAWINGS, THE LARGER NUMBER SHALL APPLY.

3. ALL PLANTS SHALL BE APPROVED BY THE LANDSCAPE ARCHITECT PRIOR TO INSTALLATION
AND SHALL BE LOCATED AT THE GROWING SITE BY THE CONTRACTOR, FOR THE APPROVAL
OF THE LANDSCAPE ARCHITECT.  ANY INSTALLATIONS WHICH WERE NOT APPROVED BY THE
LANDSCAPE ARCHITECT AND WHICH ARE SUBSEQUENTLY REQUESTED TO BE REMOVED,
WILL BE DONE AT THE CONTRACTORS EXPENSE.

4. PRECISE LOCATION OF ITEMS NOT DIMENSIONED ON THE PLAN ARE TO BE FIELD STAKED BY
THE CONTRACTOR AND SHALL BE SUBJECT TO THE REQUIREMENTS SPECIFIED IN THE
PREVIOUS NOTE.

5. ALL SHRUB AND TREE PITS SHALL BE MULCHED TO A DEPTH OF 3" WITH SHREDDED PINE
BARK MULCH.

6. THE CONTRACTOR IS RESPONSIBLE FOR ANY DAMAGED VEGETATION AND SHALL REPLACE
OR REPAIR ANY DAMAGE, AT HIS OWN EXPENSE.

7. ALL SHRUB AND GROUND COVER PLANTING AREAS SHALL HAVE CONTINUOUS BEDS OF
TOPSOIL, 18" DEEP.

8. THE CONTRACTOR IS RESPONSIBLE FOR LOCATING ALL UTILITIES IN THE FIELD.  WHERE
PLANT MATERIAL MAY INTERFERE WITH UTILITIES, THE CONTRACTOR SHALL NOTIFY THE
LANDSCAPE ARCHITECT TO COORDINATE THEIR INSTALLATION.

9. PLANTINGS INSTALLED IN THE DRY SUMMER MONTHS AND/OR LAWN  SEEDED OUT OF
SPRING OR FALL PERIODS, IF ALLOWED BY OWNER, WILL REQUIRE AGGRESSIVE IRRIGATION
PROGRAMS AT THE CONTRACTOR'S EXPENSE, UNLESS OTHERWISE DIRECTED BY THE
OWNER.

10. SUBSTITUTIONS PERMITTED ONLY UPON WRITTEN APPROVAL OF THE OWNER'S
REPRESENTATIVE.

11. PLANT TAGS TO REMAIN ON ALL PLANT MATERIAL UNTIL FINAL ACCEPTANCE.  CONTRACTOR
TO THEN REMOVE ALL PLANT TAGS.

12. WHERE A SIZE RANGE IS GIVEN IN THE PLANT SCHEDULE, AT LEAST 50% OF THE PLANTS
PROVIDED SHALL BE OF THE LARGER SIZE.

13. CONTRACTOR TO GUARANTEE ALL PLANT MATERIAL FOR ONE YEAR AFTER DATE OF FINAL
ACCEPTANCE.

14. CONTRACTOR TO MAINTAIN ALL PLANT MATERIAL UNTIL 60 DAYS AFTER FINAL ACCEPTANCE
UNLESS NOTED OTHERWISE IN SPECS.

15. TOPSOIL AND SEED ALL AREAS DISTURBED BY CONSTRUCTION ACTIVITIES AND NOT
COVERED BY OTHER SITE IMPROVEMENTS.

PLANTING NOTES

PLANT SCHEDULE
CATEGORY SYM. NO. BOTANICAL NAME COMMON NAME SIZE COND.

SHRUBS

FI 28 FORSYTHIA X INTERMEDIA 'LYNWOOD GOLD' LYNWOOD GOLD FORSYTHIA 3' - 3 1/2' CONT.

JC 24 JUNIPERUS CHINENSES 'GLAUCA' GLAUCA CHINESE JUNIPER 18" - 24" CONT.

KL 24 KALMIA LATIFOLIA 'OLYMPIC FIRE' OLYMPIC FIRE MOUNTAIN LAUREL 24" - 30" CONT.

ZONING INFORMATION
ZONE: MCPF / R-1 REQUIRED EXISTING PROPOSED CONFORMANCE

LOT AREA NONE 28.04 ACRES 28.04 ACRES YES

MINIMUM FRONTAGE 30' ±599' ±599' YES

MINIMUM FRONT YARD SETBACK 20' ±733' ±733' YES

MINIMUM SIDE YARD SETBACK 15' ±150' ±150' YES

MINIMUM REAR YARD SETBACK 25' ±582' ±582' YES

AREA OF WETLANDS AND
WATERCOURSES

- ±96,150 SF ±96,150 SF -

MAXIMUM BUILDING COVERAGE 25% ±85,110 SF ±85,470 SF (7%) YES

MAXIMUM IMPERVIOUS COVERAGE 50% ±435,285 SF ±435,645 SF (36%) YES

MAXIMUM HEIGHT 40' ±40' ± 40' YES

PARKING AND LOADING BY COMMISSION 265 SPACES 265 SPACES EVENTS OUTSIDE OF SCHOOL HOURS

TOTAL DISTURBED AREA - - 85,164 SF -

TOTAL CUT - - 597 CY -

TOTAL FILL - - 3,075 CY -
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